
VHF/UHF Portable Radios 

VX-410/420 SERIES

 VX-410 Series VX-420 Series

5 WATTS POWER OUTPUT 
(SELECTABLE TO 1 WATT)
32 CHANNEL CAPABILITY
8-CHARACTER ALPHANUMERIC 
DISPLAY (VX-420)
MULTI-MODE SCAN 
(DUAL WATCH, PRIORITY, FOLLOW-ME)
5-TONE ENCODE/DECODE 
2-TONE ENC/DEC (DUAL 2-TONE DEC)
CTCSS / DCS ENCODE AND DECODE
DTMF ANI/DTMF PAGING
(REQUIRES OPTIONAL FVP-25)
2 PROGRAMMABLE FUNCTION BUTTONS
(SIDE) ON BOTH VX-410 AND VX-420
4 PROGRAMMABLE FRONT-PANEL 
FUNCTION BUTTONS (VX-420) 
FRONT PANEL KEYPAD ILLUMINATION 
(VX-420)
12.5/20/25 kHz BANDWIDTH 
(PROGRAMMABLE BY CHANNEL)
COMPANDER INCLUDED (AVAILABLE 
ON WIDE AND NARROW CHANNELS)
VOICE ENCRYPTION BUILT IN
(NOT AN OPTIONAL MODULE!)
VX-TRUNK™ OPTIONAL 
(SMARTRUNK™ UNIT REQUIRED)
VOICE STORAGE (OPTIONAL DVS-5 
REQUIRED)
ARTS™ (AUTO RANGE TRANSPOND 
SYSTEM)
       BCLO, BTLO AND TOT FUNCTIONS
      RX POWER SAVE CIRCUIT
      PC PROGRAMMABLE
      RADIO-TO-RADIO CLONING
      RUGGED CONSTRUCTION
      LOUD, CLEAR AUDIO OUTPUT
      MIL-STD 810 D/E/F
      INTRINSICALLY SAFE (IS) OPTION
      COMPACT CASE SIZE, LIGHT WEIGHT


